The Multiwavelength Sub/millimeter Inductance Camera (MUSIC) is a four-band photometric imaging camera operating from the Caltech Submillimeter Observatory (CSO). MUSIC is designed to utilize 2304 microwave kinetic inductance detectors (MKIDs), with 576 MKIDs for each observing band centered on 150, 230, 290, and 350 GHz. MUSIC's field of view (FOV) is 14 ′ square, and the point-spread functions (PSFs) in the four observing bands have 45 ′′ , 31 ′′ , 25 ′′ , and 22 ′′ full-widths at half maximum (FWHM). The camera was installed in April 2012 with 25% of its nominal detector count in each band, and has subsequently completed three short sets of engineering observations and one longer duration set of early science observations. Recent results from on-sky characterization of the instrument during these observing runs are presented, including achieved mapbased sensitivities from deep integrations, along with results from lab-based measurements made during the same period. In addition, recent upgrades to MUSIC, which are expected to significantly improve the sensitivity of the camera, are described.
SCIENTIFIC MOTIVATION
MUSIC has been designed to simultaneously produce sub/millimeter images in four photometric observing bands with ≃ 30 ′′ resolution. With a 14 ′ FOV, MUSIC can deliver relatively small images for detailed studies of single objects or regions (≃ 0.1 deg 2 ), along with survey-sized maps of up to 10s of deg 2 . Given these capabilities, MUSIC is ideally suited for the study of dusty star-forming galaxies, cold cores within our own galaxy, and the gaseous intracluster medium (ICM) of massive galaxy clusters via the Sunyaev-Zel'dovich (SZ) effect. A brief overview of some of the science that can be derived from observations of these objects is given below.
Approximately half of the energy radiated by stellar nucleosynthesis over the history of the universe is absorbed by dust and re-radiated at infrared and submillimeter wavelengths.
1, 2 Recent measurements, mainly at far infrared and short submillimeter wavelengths, indicate that this cosmic infrared background (CIB) can be resolved into individual galaxies, many of which reside in the redshift range 1 z 4 and trace the peak in cosmic star formation (e.g., Refs. 3, 4) . Lower frequency observations, such as those that MUSIC will provide, preferentially select higher redshift galaxies and can extend these studies to the more distant universe (e.g., Ref. 5) . In addition, the spectral coverage provided by MUSIC can be combined with higher frequency data to obtain more robust estimates of the total luminosities, star formation rates, and dust properties of these galaxies, along with more reliable selections of interesting high-z objects for further study from other facilities (e.g., Ref. 5 ).
On smaller physical scales, observations of prestellar cores and young stellar objects within our own galaxy can provide details of the early stages of star formation (e.g., Ref 6) . In particular, the MUSIC observing bands will allow for detections of even the coldest cores, and the multiple long wavelength bands provide for robust mass estimates.
Galaxy clusters are the largest bound objects in the universe, and they therefore provide an ideal window to study the physical processes involved in structure formation. MUSIC aims to probe the ICM of these objects via the kinetic and thermal SZ effects in order to provide information on, for example, the velocity structure, thermal pressure, and entropy of the ICM, particularly near the cluster virial radius where active accretion is ongoing (e.g., Ref. 7) . Such observations are an ideal complement to existing and upcoming X-ray data, which provide detailed measurements of the ICM properties in the inner regions of the cluster but in general cannot be extended to the virial radius (e.g., Refs. 8-10).
The recently completed satellite missions Herschel and Planck have provided a wealth of sub/millimeter observations of dusty star-forming galaxies, cold cores within our galaxy, and galaxy clusters (e.g., Refs. 11-13). However, Herschel lacks spectral coverage below 600 GHz, which in general falls near or above the peak in the spectral energy distributions of both dusty star-forming galaxies and cold cores, therefore preventing robust determinations of the full spectral energy distributions of these objects. In addition, the Herschel bands are well suited to measure relativistic corrections to the SZ spectrum, but such measurements can only be made with the addition of low frequency observations where the relativistic corrections are minimal. In contrast, Planck provides excellent spectral coverage across the sub/millimeter band, but it has extremely coarse angular resolution with FWHMs ≥ 5 ′ . As a result, it is generally not possible to identify single galaxies or cores in the Planck data (and there are often multiple sources within a single Planck detection). In addition, Planck is also not able to resolve the SZ signal from most clusters. MUSIC is therefore an ideal complement to the exquisite data delivered by these two satellites. It provides the long-wavelength coverage required to fully characterize many of of the Herschel-detected objects, and it provides the angular resolution required to isolate the individual source(s) that comprise the Planck detections.
MUSIC INSTRUMENT
MUSIC was installed at the CSO in May 2012, and has been in operation since that time. The MUSIC instrument has been described in detail by Refs. 14-20, and therefore a very general overview is provided below, focusing on the major design and performance aspects along with recent improvements to the instrument.
Focal Plane
MUSIC has been designed around a focal plane populated with 2304 optically coupled MKIDs (see Figure 1) . The MKIDs are superconducting resonators; optical power absorbed in the detector breaks cooper pairs, leading to a change in surface impedance which in turn results in a shift in the quality factor and resonant frequency of the MKID. 21 For MUSIC, each MKID resonator consists of an interdigitated capacitor (IDC) and a coplanar waveguide (CPW) inductive section. The MKIDs are entirely niobium, with the exception of a short aluminum section at the end of the CPW which is used to absorb the optical power. To sense changes in the resonances, a niobium CPW feedline is coupled to the IDC portion of each resonator.
The MUSIC focal plane consists of eight separate tiles, each with one feedline coupled to 288 MKIDs. Within each tile, the geometry of the IDC is adjusted to give each MKID a unique resonance frequency between 3-4 GHz in order to facilitate readout using a single feedline. Optical power is coupled to the aluminum section of the The  eight-tile focal plane with 2304  MKIDs; half of a single tile,  showing 36 antennas and 144 MKIDs; two sets of lumpedelement bandpass filters (this is an engineering-grade two-band device, the science-grade devices have four sets of filters); a single MKID with the IDC at the bottom and the inductive CPW with stepped-impedance filters at the top; a single antenna at the top with four MKIDs across the bottom (three sets of lumped-element filters can be seen at the bottom right of the antenna -one of the four MKIDs is not optically coupled in this case).
MKID via a niobium microstrip connected to a slot-dipole phased-array antenna, which is also niobium. 22, 23 By design, the antenna is efficient over a large bandwidth of approximately two octaves, and three-pole Butterworth lumped-element bandpass filters are placed along the microstrip to define the desired observing bands. 24 A single focal plane tile consists of 72 antennas, and the microstrip from each antenna branches in order to couple to four separate MKIDs with non-overlapping observing bands centered at approximately 150, 230, 290, and 350 GHz.
As described in detail in Ref. 19 , the exact geometry of the resonators was chosen primarily based on noise performance and stray-light susceptibility. In particular, IDCs were used for the capacitive portion of the MKID in order to minimize the two-level system (TLS) noise. 25 The TLS noise decreases with increasing IDC size, thus motivating large IDCs. However, enlarging the IDC increases its fractional footprint on the focal plane at the expense of the antenna, and consequently reduces the overall optical efficiency of the camera. For MUSIC, an IDC producing an MKID footprint of 0.7 mm 2 was chosen, which results in a 71% fill fraction for the antennas. The measured TLS noise is in good agreement with expectations, as described in detail in Ref. 20 . However, because the IDC size decreases with increasing resonance frequency, the TLS noise also increases with increasing resonance frequency over the readout band of each tile.
The IDCs couple to incident radiation, and to prevent this radiation from being absorbed in the aluminum section of the MKID a stepped impedance filter has been incorporated in the niobium section of the MKID CPW. This filter reduces the IDC-coupled optical load to a negligible amount. 19 In addition, the aluminum section of the MKID also directly couples to incident radiation, 26 and to minimize this direct absorption the aluminum section was made as small as possible while still retaining a high absorption efficiency to the power coupled via the microstrip from the antenna. To further reduce the amount of optical power directly absorbed by the aluminum section, a polarizing grid was installed in the optical path in late 2012 (the direct absorption is sensitive to both polarizations, while the antennas are only sensitive to a single polarization direction). The optical efficiency of the antennas was unchanged after installation of the polarizing grid, but the grid did reduce the directly absorbed power by a factor of ≃ 1.6. This is less than the ideal factor of 2, but still represents a significant improvement. With the grid in place, the direct absorption optical efficiency is 10% relative to the main beam efficiency, and approximately 25% of the direct absorption is coupled to ambient temperature surfaces with the remaining 75% coupling to the atmosphere. As a result, the effective optical load from the direct absorption is ≃ 5 K.
The geometry of the lumped-element band-defining filters was refined based on engineering-grade focal plane tiles produced during the instrument development phase, and the measured bandpasses from those tiles agreed well with the designed values. 19 Measurements of the science-grade focal plane tiles were made in early 2013, and those bandpasses show a downward shift in frequency of ≃ 3% relative to the earlier devices (see Figure 2 ). This shift was caused by an increase in the ratio of the dielectric constant ε to the thickness d of the Si 3 N 4 dielectric used for the science-grade tiles, with direct measurements of capacitive test devices on the tiles showing an increase of 6% in ε/d between the final engineering-grade tiles and the science-grade tiles. Due to the locations of the observing bands relative to optically-thick absorption features in the atmosphere, this bandpass shift has little impact on the 150, 230, and 290 GHz observing bands, but it has a significant impact on the 350 GHz band (which shifted far enough to significantly overlap with a water absorption line at ≃ 325 GHz). As a result, the sensitivity of the 350 GHz observing band is noticeably degraded.
The science-grade tiles for MUSIC were fabricated in 2012, and the yield from this fabrication run was lower than expected. The first sets of tiles suffered from discontinuities in the feedlines, but these discontinuities were largely eliminated in later tiles due to improvements in the cleaning process between fabrication steps. In total, seven of the science-grade tiles have feedline continuity, and all of these tiles also have a high resonator yield. Two of these tiles, labeled "A2" and "B2", perform well, with MKID yields as described below. For each tile, approximately 95% of the fabricated MKIDs are detected via a network analyzer sweep. Of these, approximately 85% are separated by more than 200 kHz from the nearest MKID, which was set as the threshold for collisions between MKIDs * . In addition, a similar number of resonators are discarded due to having highly distorted resonances, low quality factors, and/or atypical behavior with changes in readout power. Furthermore, a comparable number of resonators are also discarded because they have low responsivities and/or higher noise levels compared to the other detectors. The end result is a detector yield of approximately 55% on tiles A2 and B2 (see Table 1 ). Besides A2 and B2, the other five tiles with good device yields have bandpasses that are significantly shifted from the designed values, with a shift that ranges from 10-20%. As a result, these five tiles have not been extensively used for science observations and the characteristics of these tiles are not presented in this manuscript. 
Optical Configuration
MUSIC is coupled to the CSO via an ambient-temperature optics box that contains three mirrors (two flat and one powered), along with a single powered lens that is at 4 K. The two flat mirrors are required to translate the optical path in order to provide a mounting location for MUSIC, and the first flat mirror is located near the Cassegrain focus of the CSO, which has a focal ratio of ≃ 12.5. The third mirror has an off-axis ellipsoidal profile, and provides a focal ratio of ≃ 16, along with an image of the CSO primary mirror. A 4 K Lyot stop is placed at the location of the primary image, which defines a circular illumination pattern of diameter 9.0 m on the 10.4 m diameter primary. In the original configuration, the lens provides an average focal ratio of 3.45 over the 14 ′ diameter focal plane, along with a focal surface that is approximately flat, telecentric, and has a strehl ratio in the MUSIC bands that is above the diffraction limit. It is constructed from ultra-high molecular weight polyethylene (UHMWPE), coated on both sides with single layers of 250 µm thick Porex PM23J to reduce reflections. The lens is as thin as possible given its diameter and curvature (its thickness is 63.5 mm), and it has a transmission efficiency of 80-90% across the MUSIC observing bands. The antennas used to optically couple the MKIDs are 4.2 mm in size with center-to-center spacings of 5.0 mm, resulting in a detector spacing that corresponds to 0.73-1.66 (f/#)λ for the MUSIC observing bands.
The optical efficiencies of the detectors have been characterized in detail, and are described in Ref. 20 . In brief, the measured optical efficiencies of the 150 and 230 GHz observing bands are in good agreement with the predicted values of 9% and 13% (the low optical efficiencies are largely due to the small pixel scale in (f/#)λ). In the 290 and 350 GHz bands the measured optical efficiencies are a factor of ≃ 1.5 and ≃ 2.0 lower than expected, and the cause of these lower optical efficiencies is not fully understood (see Figure 3 ), but a likely cause is excess loss in the microstrip that was not seen in engineering-grade devices.
In early 2014 the optical system was reconfigured. Specifically, the location and geometry of the of the lens was changed in order to speed up the system to an average focal ratio of 2.19 over the focal plane. This reconfiguration was motivated by the significantly better performance of the A2 and B2 tiles compared to the other science-grade tiles, and provides more efficient optical coupling to those tiles while reducing the total focal plane footprint from eight tiles to two tiles (the angular size covered by the focal plane was also reduced from 14 ′ /side to 11.5 ′ /side). The gain in optical coupling with the reconfiguration is possible due to the relatively small pixel scale used in the original design (≃ 1(f/#)λ), which results in a significant loss in optical efficiency due to spillover at the Lyot stop. Optical tests of the updated configuration have not yet been performed, but physical optics simulations in Zemax indicate that the per-detector optical efficiency will increase by up to a factor of two compared to the original optical design (see Table 2 ). As described in detail in Ref. 20 , MUSIC's sensitivity is limited by TLS noise, and therefore the sensitivity is expected to improve as the square root of the optical efficiency. † In addition, there will be a slight reduction in the optical load on the detectors because less power will couple to the inside of the Lyot stop. However, the new optical configuration also results in slightly larger PSFs, particularly in the higher frequency MUSIC observing bands, and point-source sensitivity scales with the solid angle of the PSF. Quantitative estimates of the expected changes in the sensitivity are give in Section 3.4.
As noted in Ref. 19 , the original optical design for MUSIC suffered from significant optical coupling to large angles outside the instrument. Measurements made via skydips at the CSO in mid 2012 show spillover fractions of 15%, 12%, 12%, and 17% at 150, 230, 290, and 350 GHz.
‡ Approximately all of this large-angle coupling is to ambient temperature surfaces, and so the resulting optical load is significant. The cause of the large-angle coupling is thought to be scattering within the optical system; a time-reverse scattering off of the inside surface of the Lyot stop can then scatter off of the focal plane surface and directly exit the instrument at wide angles. The relatively small pixel scale of the original MUSIC configuration results in significant coupling between the antennas and these inside surfaces of the Lyot stop. For example, in the 150 GHz band the coupling fraction to the Lyot stop surfaces is approximately 300% relative to the main beam, and therefore the Lyot stop surfaces † The frequency RMS due to the TLS noise is constant, the power coupled to the MKID is proportional to the optical efficiency, and the frequency responsivity of the MKID is inversely proportional to the square root of the optical loading. As a result, in the TLS-noise-limited case, the MKID sensitivity improves as the square root of the optical efficiency.
‡ These values are slightly different compared to the spillover values given in Ref. 19 , which were based on lab measurements of an engineering-grade device. Table 2 . Calculated performance of the original eight-tile and the reconfigured two-tile optical designs. From left to right the columns show the four MUSIC observing bands, and within each band the optical efficiency through the Lyot stop, along with the FWHM of the PSF, is given. Note that the efficiency and FWHM numbers are based on calculations using Zemax for a pixel at the center of the focal plane. The top row shows the original optical design which illuminates eight detector tiles covering a 14 ′ field of view (FOV), and the bottom row shows the reconfigured design which illuminates two detector tiles with an 11.5 ′ FOV. Due to the fact that MUSIC is TLS-noise-limited, the per detector sensitivity will improve proportional to the square root of the Lyot stop optical efficiency. Surface brightness sensitivity is independent of FWHM, but point-source sensitivity scales with FWHM squared. Table 3 . MUSIC optical load. The first row gives the measured optical load for the original eight-tile configuration, and these values are described in detail in Ref. 20 . The second row gives the expected load after the optical reconfiguration to speed up the system and illuminate two tiles instead of eight, with the reduction in load due to the lower coupling between the detectors and the inside of the Lyot stop. The third column provides the expected load with the new baffling installed, assuming that the baffling eliminates the large-angle coupling. This value is estimated from the skydip measurements presented in Ref. 20 , assuming that 10 K of the spillover load is due to the telescope itself and will not be eliminated by the new baffling.
only need to be ≃ 5% reflective to explain the measured large-angle coupling.
To reduce the reflectivity of the Lyot stop surfaces, they have been covered with carbon and stainless-steel loaded Stycast. 27 Although the thermal properties of this coating make it well-suited to cryogenic applications, it does have a reflectivity of ≃ 10% at submillimeter wavelengths, 28, 29 which is enough to explain the large angle coupling seen by MUSIC. Therefore, in order to mitigate this coupling a set of cylindrical baffles was installed on the inside of the Lyot stop in late 2012. This baffling scheme is not ideal given the geometry of the scattering, but was the best option that did not involve a major fabrication effort. Compared to the previously measured results, skydip measurements from the CSO in 2013 indicate that this baffling slightly reduced the large-angle spillover fraction to values of 14%, 10%, 9%, and 18% at 150, 230, 290 GHz, and 350 GHz, § but the optical loading from this coupling is still significant. Therefore, as part of the reconfiguration to the new lens, a new set of baffles was also installed in the system. These baffles have conical cross sections, and the inside of the Lyot stop also has a conical profile to prevent scattering back towards the focal plane surface (see Figure 6 ). It is expected that this new baffling will reduce the large-angle coupling to a negligible amount (see Table 3 ). In the TLS-noise-dominated limit, the sensitivity should improve as the square root of the optical load ¶ , and quantitative estimates for this improvement are given in Section 3.4.
Cryomechanical System
The MUSIC cryomechanical design is described in detail in Refs. 16, 19 . The measured performance of the system agrees well with expectations, and a brief summary of the system is given below. A Cryomech PT-415 is used to provide the first two cold stages, and the first stage typically runs at ≃ 60 K. The temperature of the second stage depends on the number of cryogenic amplifiers that are powered on, and with two amplifiers powered on in order to readout tiles A2 and B2 the stage runs at ≃ 3.5 K. To minimize the vibrations transferred from the PT-415 to the cryostat, the remote motor is bolted to the telescope support structure away from the cryostat, flexible copper § The 350 GHz spillover is slightly higher than the previous measurements, although in both cases there is significant scatter in the results for that observing band.
¶ The detector responsivity scales as the inverse of the square root of the optical load and the frequency RMS of the TLS noise is constant. 
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design. The left image shows an antenna near the center of the focal plane, and the right image shows an antenna towards the edge of the focal plane. The red and green rays represent the extreme opening angles that will pass through the Lyot stop and therefore propagate through the rest of the optical system. The black ray is at a slightly larger angle, and is scattered back by the inside surface of the Lyot stop. It can then scatter off of the focal plane surface and exit the instrument at a large angle relative to the nominal optical path for the given antenna.
Original design
Two-tile design straps are used to thermally connect the PT-415 cold heads to the associated cold stages in the cryostat, and the PT-415 assembly is attached to the cryostat via a stainless steel bellows. Given the superconducting transition temperature of aluminum (1.2 K), along with the expected optical load on the detectors, the MKIDs need to be operated at ≃ 300 mK in order for the number of thermally produced quasiparticles to be negligible compared to the number of optically produced quasiparticles. A Chase cryogenics closed-cycle three-stage 3He/3He/4He sorption refrigerator is used to produce the low temperature stage for the focal plane, which runs at ≃ 240 mK. The refrigerator is cycled via an automated routine which requires ≃ 6 hours to run, and the hold time is in excess of 24 hours. Due to the diurnal observing schedule at the CSO, the refrigerator is cycled once per day during the daylight hours.
Readout System
The MUSIC readout electronics are described in detail in Refs. 15, 19 , and a brief summary is provided below (see Figure 7 ). The heart of the readout system is based on CASPER Reconfigurable Open Architecture Computer Hardware (ROACH) boards coupled to custom-built DAC/ADC boards, with two pairs of boards for each focal plane tile. Each ROACH FPGA provides a playback buffer to the DAC at ≃ 500 MHz that is 2 16 samples in length and contains a comb of 192 probe frequencies, or 384 probe frequencies per focal plane tile. One probe is centered on the resonance frequency of each MKID, and the remaining 96 are spaced throughout the readout band to use as off-resonance diagnostics. Given the buffer length and sample rate, the probe frequencies can be specified to 7.5 kHz. The output of the DAC is then upconverted via an IQ mixer to the resonator band at 3-4 GHz, and subsequently passes through a variable attenuator. The attenuator allows the power level of the probe signals to be varied without changing the power level at either the DAC output or the IQ mixer input. The probe signals from the two pairs of readout boards for each focal plane tile are then combined and routed into the cryostat on a single coaxial cable. To reduce the thermal noise transmitted by this coaxial cable to a negligible amount, there is 20 dB of attenuation at the second PT-415 stage and an additional 10 dB of attenuation at the intermediate stage of the 3He/3He/4He refrigerator.
The probe signal is then sent through the feedline on the focal plane tile and input to a cryogenic HEMT amplifier mounted to the second PT-415 stage. The HEMTs were provided by S. Weinreb, and have measured noise temperatures of 3-5 K over the 3-4 GHz band relevant for MUSIC. The gain of the HEMTSs is approximately 30 dB. After exiting the cryostat, the signal is split in order to be routed to the two pairs of boards used for each focal plane tile, and then further amplified. The signals are mixed back down to baseband via the IQ mixer, after passing through a variable attenuator that is used to ensure the proper power level at the IQ mixer's input. Next, the signals are digitized by the ADCs after passing through anti-aliasing filters that reduce the usable bandwidth to ≃ 450 MHz. The same FPGA that provides the playback buffer then performs a 2 16 -sample FFT and selects the FFT bins that correspond to the 192 probe frequencies in the buffer. These complex-valued outputs are then downsampled from 7.5 kHz to 100 Hz and merged with the 100 Hz pointing information provided by the CSO. 
ON-SKY PERFORMANCE
MUSIC was installed at the CSO in April 2012, and three short engineering runs were conducted in 2012. In September 2013 a longer science run, lasting approximately six weeks, was performed. An overview of these observing runs, along with the associated data calibrations, reductions, and measured sensitivities is provided below.
Observing Programs
As detailed in Section 1, MUSIC is well suited to observations of dusty star-forming galaxies, the SZ signal from massive clusters, and cold prestellar cores. For the initial science run in 2013, the observing time was split approximately evenly between these three types of science targets. Specifically, a total of 34 cold cores were observed for a combined on-source time of approximately 45 hours. Three dusty star-forming galaxies, selected from the SPIRE-HeRS survey to be bright and red in the three SPIRE bands, were observed for a total of just over 40 hours on-source. Finally, the massive cluster MACS J2211.7, selected as one of the SZ brightest objects from the Bolocam X-ray/SZ sample 30 with an RA that is observable in September, was observed for a total of nearly 70 hours on-source. Almost all of the observations were made using Lissajous scans with an RMS scan speed of ≃ 240 ′′ /sec and an amplitude of 90 ′′ with the source centered on the inner half of the A2 tile, although some of the cold core observations were performed using larger raster scans, with map sizes up to 90 ′ × 90 ′ .
As described below, the reduction of these data is ongoing, although scientifically interesting results from all three science programs are expected. Initial maps of the cold cores show that nearly all are detected at high significance in the 230 and 290 GHz observing bands. In addition, many are detected in either or both of the 150 and 350 GHz observing bands (see Figure 8) . These measurements will help discriminate between the amount of dust and free-free emission from these cores. Jackknife coadds of the SPIRE-HeRS-selected dusty galaxies indicate that the RMS/beam is approximately 4, 2.5, and 4 mJy at 150, 230, and 290 GHz (the 350 GHz data are significantly noisier due to the overlap of its bandpass with an atmospheric absorption line). Based on extrapolations from the three-band SPIRE measurements, these sources should be detected at high significance in the 230 and 290 GHz observing bands. Similar jackknife coadds of the MACS J2211.7 observations indicate noise RMSs a factor of ≃ 2 lower, which, based on the Bolocam measurements, should result in a high significance resolved detection at 150 GHz and a moderate significance detection at 290 GHz. The null of the thermal SZ signal is near 230 GHz, and those data will be used to search for a possible kinetic SZ signal.
Calibration
The MUSIC data requires three basic types of calibration: pointing reconstruction, PSF characterization, and flux calibration. In general, all of these calibrations are determined using frequent observations of bright unresolved sources with known brightnesses. In particular for MUSIC, Mars, Uranus, Neptune, and G34.3 have been used. The MUSIC pointing reconstruction and PSF characterization is described in detail in Ref. 19 , and those results are briefly summarized below.
In order to fully reconstruct the MUSIC pointing, the offset between the location of each pixel relative to the coordinates recorded by the telescope needs to be determined. The MUSIC optics were designed to be sufficiently stiff such that any motion due to accelerations would produce a negligible pointing shift at the focal plane (equivalent to 1 ′′ ), and therefore a single set of offset values should be valid for any position on the sky (this was not the case for MUSIC's predecessor, Bolocam, which had global shifts of 20 ′′ -30 ′′ over the sky 32 ). During the first MUSIC engineering run, pointing offsets were determined based on observations of Mars over its full track above 25 degrees elevation, and the RMS of these offsets is ≃ 3 ′′ . Subsequent measurements using Uranus and G34.3 have produced similar RMS values. These RMSs are comparable to the RMS pointing achieved with SHARC II, 33 and are thought to be limited by the CSO itself. These measurements confirm that the stiffness of the MUSIC optics matches the design goal, and therefore a single pointing offset for each pixel is used for all of the data. The flux calibration procedure for MUSIC is based on the general algorithm developed for Bolocam. 32 In brief, the DC resistance of the Bolocam bolometers is a monotonic function of the total optical loading, which is directly related to the in-band atmospheric attenuation of the signal. In addition, the responsivity of the bolometers is also a monotonic function of the DC bolometer resistance. As a result, the Bolocam flux calibration is determined by fitting a parametric model to the focal-plane-averaged DC bolometer resistance versus the calibration factor in units of nV/Jy. Because the atmospheric attenuation is directly accounted for in this fit, the calibration factors are referenced to the intrinsic flux density of the calibrator (i.e., above the atmosphere). For MUSIC, the focal-plane-averaged frequency shift of the MKID resonances, relative to a fiducial measurement of the resonance frequencies, is used in place of the DC bolometer resistance, as it behaves in a completely analogous way (i.e., there is a monotonic relation between the frequency shift and both the total optical loading and the MKID responsivity). The frequency shift is determined using sweeps, which are performed approximately 1-2 times per hour or after moving to a new target. Specifically, data is collected while sweeping the LO frequency of the IQ mixer, which results in a smooth variation of the probe frequencies over the range of interest. First, a broad sweep over a few hundred kHz with steps of 7.5 kHz is performed in order to determine the resonant frequency of each MKID. Next, a shorter sweep of ≃ 100 kHz with steps of 2.5 kHz is performed in order to accurately characterize each MKID's complex-valued resonance loop. The frequency shift used for calibration is then determined based on fits to these sweeps.
For all four MUSIC bands, a linear fit of the average frequency shift versus the calibration factor is adequate to describe the data (see Figure 9 ). The fractional scatter about this fit is 5.0%, 3.2%, 4.4%, and 8.8% at 150, 230, 290, and 350 GHz. Some of this scatter, particularly at 150 and 350 GHz, is likely due to measurement noise rather than fundamental variations in the flux calibration. In addition, the relative calibration between the MKIDs is currently being determined in a sub-optimal way using a subset of Uranus observations. Looking forward, software is now being developed to compute the relative calibration using atmospheric fluctuations (this method was used with Bolocam to obtain 1% relative calibration accuracy), along with accounting for the scatter in the calibration due to measurement noise. Therefore, the scatter values listed above should be considered as upper limits on the accuracy of the MUSIC flux calibration. However, if the above scatter values There is a monotonic relationship between frequency shift and both detector responsivity and atmospheric opacity, and therefore the average frequency shift is an excellent proxy for the calibration factor. Note that each data point is a single observation of Uranus, and the observations span the entire six-week-long observing run in September 2013. Right shows the fractional deviation of each observation from the linear model fit, and the RMS of this distribution is 3.2%
are combined with the ≃ 5% uncertainty on the planetary brightness models in the MUSIC observing bands, 34 then the resulting overall flux calibration uncertainty is 7%, 6%, 7%, and 10% at 150, 230, 290, and 350 GHz. These values are comparable to the best results obtained from similar facilities at similar wavelengths (e.g., Refs. 34, 35).
Data Reduction
The MUSIC data reduction is performed using the Bolocam reduction pipeline as a basis, with MUSIC-specific reduction modules called in place of the modules used for Bolocam. A general description of the modules currently in use is given below, along with plans to expand and improve these modules.
The first step in the data processing is to determine the frequency and dissipation response directions for the complex-valued timestream of each MKID based on resonance fits to the most recent LO sweep performed prior to the given observation. The fractional response of the MKIDs to optical signals is ≃ 5-6 times larger in the frequency direction than the dissipation direction. As a result, all of the MUSIC analysis is currently performed using the frequency direction data, although future upgrades will make use of the optimal combination of the frequency and dissipation signals. Next, a search is performed for discrete jumps between consecutive samples in the timestreams, and the entire timestream of any MKID with a jump is flagged and discarded (typically 0-2 timestreams per observation). The cause of these jumps is not known, and the size of the jumps appears to be continuously variable. These jumps will be investigated in more detail in the future. Next, a low pass filter (LPF) is applied to the data at the Nyquist frequency derived from the scan speed and the PSF FWHM, which ranges from ≃ 8 Hz for the 150 GHz band to ≃ 16 Hz for the 350 GHz band.
At this point, two separate scan-synchronous signals are removed from the timestreams. The first is due to the change in atmospheric opacity as a result of the Lissajous scans, which move the telescope in both azimuth and elevation. The source of the second scan-synchronous signal is not currently understood and is under investigation. This signal is correlated with both the azimuth and elevation motion of the telescope, appears to be constant as a function of the local coordinates of the telescope, and occurs solely in the frequency response direction of the MKIDs with an amplitude that corresponds to a few mJy. The lack of response in the dissipation direction implies that this signal may be magnetic pickup, although pickup due to changes in the Earth's magnetic field as a result of scanning should produce a response that varies with the local coordinates of the telescope. Although the cause of this signal is not well understood, it is well characterized and can be subtracted from the timestreams. The next step is to subtract correlated noise from the electronics and atmospheric fluctuations, which is described in more detail in Ref. 20 (see Figure 10 ). The correlated electronics noise is due mainly to gain variations in the HEMT amplifier. The off-resonance probe signals are sensitive to these variations, and therefore templates for these variations are formed solely from off-resonance timestreams at readout frequencies close to the MKID readout frequencies. The templates are then correlated and subtracted from each MKID timestream. Because the electronics noise rises steeply at low frequencies in the timestreams, the correlation coefficients are computed in the frequency domain using frequency bins between 10-100 mHz in order to avoid contamination from the detector white noise. The atmospheric fluctuations are approximately common over the entire focal plane, and therefore a template of those fluctuations is formed by taking the average MKID response within each observing band. In the future an algorithm to make use of the full four-band data, particularly the fourband data associated with each individual spatial pixel, will be implemented. For the current reduction, the single-band template is then correlated and subtracted from each MKID timestream, again using data between 10-100 mHz. This full subtraction process is then iterated in order to minimize the impact of atmospheric noise on the electronics template coefficients and vice versa (see Figure 11 ).
The final step in the data processing is to apply a high-pass filter (HPF) at 0.5 Hz to the timestreams to eliminate the residual atmospheric and electronics noise at low frequency. A noise spectrum is then computed for each MKID timestream, and the data are binned into a map after weighting by the optimally filtered point-source sensitivity of each timestream computed from its noise spectrum and the PSF shape.
Sensitivity
Based on the data reduction described in Section 3.3, both timestream and map sensitivities have been computed. As a reference point free from residual electronics and atmospheric noise, the timestream sensitivities at 6.5 Hz are in good agreement the instrument noise model, as discussed in detail in Ref. 20 . In addition, timestream sensitivities have been computed at 1.0 Hz, where the TLS, residual electronics, and residual atmospheric noise are higher (see Table 4 ). Note that the signal band, defined by the PSF half-width at half-maximum (HWHM), is from 0 to ≃ 2.5-5.0 Hz, and so the band-averaged sensitivity is generally between the 1.0 and 6.5 Hz measurements. Sensitivities have also been computed from the maps, which include noise over the full bandwidth between the Nyquist LPF and the 0.5 Hz HPF, along with degradations due to any correlated noise between detectors. In general, the map-based sensitivities are somewhat worse than expected from the timestream-based sensitivities, likely due to detector correlations from residual atmospheric noise (see Table 4 ). For reference, the degradation from timestream to map sensitivity is even more severe for MUSIC's predecessor, Bolocam, due to its lower instrument noise levels relative to the atmospheric noise. Figure 11 . Example noise spectrum for a 230 GHz MKID in the frequency direction. The dashed black line shows the raw data, the blue line shows the template for the atmospheric fluctuations, and the red line shows the template for the electronics noise. After subtracting these templates from the raw data, the resulting noise spectrum is shown as a solid black line. Ref. 20 describes the instrument model for this residual noise in more detail. At 6.5 Hz, the measured noise is well matched by the noises expected from the model, with the dominant contributor being TLS noise. The noise features above ≃ 3 Hz that are largely correlated with the atmospheric template are caused by the Lissajous scans. These noise spectra do not include the Nyquist LPF and 0.5 Hz HPF that are applied to the data as part of the data reduction described in Section 3.3. Table 4 . MUSIC sensitivity. The top row shows the predicted timestream sensitivities at 6.5 Hz based on the instrument model described in Ref. 20 . The second and third rows show the measured sensitivities at 6.5 Hz and 1.0 Hz for the lower half-band of tile A2 (the coverage in the Lissajous maps used to derive the map based sensitivities is dominated by detectors in this half band). The sensitivities degrade at 1.0 Hz compared to 6.5 Hz due to a combination of TLS noise, residual atmospheric noise, and residual electronics noise. The fourth row shows the measured map sensitivities. For reference, the measured sensitivities of MUSIC's predecessor, Bolocam, are given in the right-hand columns. The significant degradation between timestream sensitivity and map sensitivity for Bolocam is due to detector correlations from residual atmospheric noise. This degradation is much less significant for MUSIC due to its higher noise levels. The fifth through eighth columns provide estimates for the change in point source sensitivity as a result of the recent instrument upgrades described in Section 2.2, which include speeding up the optics and improving the baffling. These factors are computed under the assumption that the sensitivity values are TLS noise limited, which is in general true for the MUSIC detectors. The final row provides the estimated map sensitivities with the upgrades. The 150/230 GHz MUSIC sensitivities should be comparable to the 140/270 GHz Bolocam sensitivities. Note that the 290 and 350 GHz sensitivities suffer from lower than designed optical efficiencies, and the 350 GHz sensitivity is significantly degraded by the overlap of its bandpass with an atmospheric water line.
MUSIC
In Section 2.2 two significant upgrades to MUSIC were described: the focal ratio of the optical system has been sped up to improve the optical efficiency per detector and new baffling has been installed to reduce the optical loading. In addition to increasing the optical efficiency of the system, this change to the focal ratio is also expected to reduce the effective optical load seen by the detectors due to the reduced coupling between the detectors and the surfaces inside the Lyot stop. However, the change also results in slightly larger PSFs, which will degrade MUSIC's point-source sensitivity. The expected change in sensitivity due to these upgrades is quantified in Table 4 , under the assumption that the MUSIC detectors are TLS-noise limited, which is in general valid. The overall result is that the 150 and 230 GHz observing bands are expected to achieve perdetector sensitivities that are comparable to MUSIC's predecessor, Bolocam. The sensitivity of the 290 and 350 GHz bands will still be degraded as a result of the low optical efficiency described in Section 2.2, and the 350 GHz sensitivity is further degraded due to the overlap of its bandpass with the atmospheric absorption line at 325 GHz.
SUMMARY AND FUTURE PLANS
As described in detail in Ref. 20 , the performance of MUSIC is now largely understood, and the predictions of the instrument model are generally in excellent agreement with measurements. The only significant disagreement between the model and the measurements is the low optical efficiency of the 290 and 350 GHz observing bands, which is under investigation and may be caused by losses in the microstrip. Once this discrepancy is understood, then resources to produce new focal plane tiles will be pursued in order to fully populate MUSIC. Any new tiles will also utilize constant-sized IDCs, and the MKID resonant frequencies will be adjusted via the inductive portion of the MKID. This change will significantly reduce the level of TLS noise in the MKIDs towards the high-frequency end of the readout band.
Analysis of the science data collected in September 2013 is proceeding rapidly, and publications with initial results are expected within the next few months. The camera upgrades described in Section 2.2 have recently been completed, and MUSIC is now reinstalled at the CSO. Tests of the new system are underway, and an engineering run is scheduled for late July 2014. If the system performs as expected, then an extended science run will follow later in 2014, with science targets similar to those observed during the September 2013 observing run. The significant improvement in sensitivity expected for the 150 and 230 GHz observing bands should allow for a large increase in the overall science program compared to the September 2013 observing run.
MUSIC will continue to operate from the CSO until the facility is decommissioned from Mauna Kea in 2016-2018. Several options are being pursued to replace and expand the MUSIC focal plane and to extend MUSIC's lifetime beyond that date.
